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CUSTOMER APPROVAL - COMPANY:

CUSTOMER APPROVAL - NAME / DATE:

REVISION HISTORY:

• ALL DIMS ARE IN INCHES [mm]
• DIMS IN [   ] ARE FOR REFERENCE ONLY
• R.O. = RATED OUTPUT
• INTERPRET DIMS PER ASME Y14.5-2018
• THREADS TO BE MADE PER ASME B1.1-2003 AND B1.13M-2005
• TAPERED THREADS PER ASME B1.20.1-2013
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FUTEK MODEL LSM305 PARALLELOGRAM LOAD CELL W/

OVERLOAD PROTECTION AND 

SPECIAL MOUNTING PROVISION

ITEM NUMBER: QSH02361

INCH [mm]  R.O.= Rated Output

3/27/2024S. MICHEL

TOLERANCES:
.XX `.01 

.XXX `.005 
.XXXX `.0010 

ANGLES:
`0.5°

CHAMFER:
`5°

3rd ANGLE PROJ:SURFACE:
 

OR BETTER

63

WIRING CODE

+ Excitation - Excitation + Signal - Signal
 PIN 1 PIN 2 PIN 3 PIN 4

TEDS D RTD 1 TEDS R RTD 2
PIN 5 PIN 6 PIN 7 PIN 8

+OUTPUT

(TENSION)

-OUTPUT

(COMPRESSION)

OVERLOAD
PROTECTION
KEEP CLEAR

ENGRAVED INFO:
MODEL #

CAPACITY
S/N

FUTEK
DATA MATRIX

(CONTAINS S/N)

.625 [15.9]

.686 [17.42]

n.281 [7.14] THRU BOTH WALLS

10-32 UNF - 2B THRU CENTER

.250 [6.4]3X 

.50 [12.7]

1.27 [32.3]

2X n.141 [3.58] THRU
v n.250 [6.35] x .22 [5.59]

.25 [6.4]2X 

.20 [5.1]2X .45 [11.4]

.37 [9.4]

JST 8 POSITION
SM08B-SRSS-TB(LF)(SN)

PIN 1

PIN 8

.238 [6.0]

1.74 [44.2].13 [3.2]

MAINTAIN 0.03 MIN CLEARANCE 
AROUND EXPOSED COMPONENTS

.1035n `.0025 2.63`0.06n[ ] .25 [6.4]
j n.005m A

.094n `.001 2.39`0.03n[ ] A

.238 [6.0]

.32 [8.2]

.16 [4.1]4X 

A

A
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